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MM MuLTI-MOUNT CURRENT COIL

ISO9001: 2000

MFO-100

Spec.

RATIO

ACCURACY

CAPACITY

VOLTAGE

CONDUCTOR BARSize ROUNDCONDUCTOR

CROSS SECTION

FREQUENCY
ttem No. MAX. THROUGHT  MAX.
MFO-20 CLASS05 BVA ol
TR o 50/5A:2.5 VA
MFO-30 | e 7 30X10mm- 20
MFO-40 | 150/5a~600/5 |* 01005 '150’5’}5;;}\00’5" AC.600V | 5060 HZ |e 50/5A:2T 40x10mm | @ 30mm
; +150/5A~3000/5A MO o000y =
MFO-60 |400/5A~1000/5A|  CLASS:05 '500’51‘5320’5’\ T 60X20mm | @ 40mm
MFO-100 |800/5A~3000/5A '1000’512\"/2000’5" 100X10mm | & 60mm
Unit : mm
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MFO-40.:.x 4234 [217| 11 16| X [ 8298 [424) X | X = E i
MFO-60 | x | 61|51 | x [208]46 |23 | x | 111 [127] 44| x | x
MFO-100 | 82 |101{st4f 62 | 11 | 62 | a2 | a7 | 139 150[aas] x | x | ¥¥ R
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